ELECTRIC FEEDER CABLES,
SUCH AS UNIT DUCT (SIZE 1]
AS NOTED ON CONTRACT
DRAWINGS). ™

HEAT-SHRINKABLE CAP|
WITH FACTORY APPLIED|
WATERPROOF SEALANT. AND MFR. SUGGESTED
(SIZED TO ACCOMMODATE |
NUMBER OF CABLES).| %

TRIMMED CABLES

COMPRESSION TYPE
COPPER SLEEVE.

(SIZED FOR ACTUAL
NUMBER OF CABLES

CRIMP TOOL USED)

SEALANT TAPE OR
INSERT. (ARROUND
o AND THROUGH
CROTCH OF SPLICE).

EXPOSED SEALANT

IN SPLICE MAY VARY

ELECTRIC CABLE TO
LUMINAIRE (SIZE AS
NOTED ELSEWHERE
IN THESE PLANS).

TYPICAL SPLICE DETAIL
N.T.S.

2-1/C *10 AWG, 800 V TYPE RHW, —
SOLID COLOR CODED CABLES

NOTE THAT NUMBER OF CABLES

STANDARD-TYPE SMALL DIMENSION DOUBLE POLE
FUSEHOLDER WITH INSULATED BOOTS, FUSING AND
SOLID NEUTRAL. (SEE SPECS)

12" (305) MAXIMUM WIDTH EXCEPT
AS APPROVED BY THE ENGINEER

/

127 (305)

30" (762)
MINIMUM COVER

N WARNING TAPE AS SPECIFIED

UNIT DUCT OR OTHER RACEWAY

AND WIRING AS PER PLANS. COMPLETE
WITH INTERNAL INSLILATED

EQUIPMENT GROUND WIRE.

O
o0

NNe

TYPICAL WIRING IN TRENCH DETAIL

PHASE CONDUCTORS, 600 V TYPE N.T.S.
RHW, SOLID COLOR, SIZE AS SPECIFIED
CABLE SPLICE (TYP.)
GROUNDING LUG “\\
SPLICE Gioxu:g;;gf T%N?DOTST‘;\;;U?‘S?EGSE% TTT— _—— NEUTRAL CONDUCTOR, 600V TYPE RHW,
\\ SOLID COLOR WHITE, SIZE AS SPECIFIED
INSULATED GROUND WIRE, 500 V TYPE RHW, [ r :
SOLID COLOR GREEN, SIZE AS SPECIFIED 1o P
BERE
)
o
1 I i 1
1 I 1 1
1 1 1 1
[ 1 POLE BASE
I | ] 1
UNIT DUCT (TYP)
POLE WIRING DETAIL
N.T.S.
F.h - TOTAL | SHEET
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